
Series 1000
! Display Only
! With or Without 

Touchscreen

®Series 1500 HMI
! Thin Client Application
! Display with Processor 

& Thin Client Enabling 
Software

®Series 2000 HMI
® ®

! Embedded Windows CE  / CENet  
Operation 

®
Series 3000 HMI
! Single Board Computer available 

with Windows® or other operating 
system

"H" "W" "D"

10" SCREEN 10.88" 15.13" 4.47"

12" SCREEN 11.88" 16.56" 3.92"

15" SCREEN 13.50" 19.25" 3.92"

18" SCREEN 16.75" 22.75" 5.12"

MODEL/SIZE
VESA MOUNT NEMA 12

PRODUCT LINE SUMMARY

HMI®’s, Specialty / Industrial Computers and Displays

"H" "W" "D"

10" SCREEN 9.50" 11.75" 4.09"

12" SCREEN 10.69" 13.63" 4.56"

15" SCREEN 14.00" 16.25" 3.54"

18" SCREEN 16.00" 19.00" 4.00"

PANEL MOUNT
MODEL/SIZE

"H" "W" "D"

10" SCREEN 10.88" 15.13" 4.47"

12" SCREEN 11.88" 16.56" 3.92"

15" SCREEN 13.50" 19.25" 3.92"

18" SCREEN 16.75" 22.75" 5.12"

MODEL/SIZE
VESA MOUNT NEMA 4/4X

®Series 9000 HMI
! Full-featured, Panel, Rack, Wall or Pedestal 

Mount Computers with or without Display 
and Keyboard.

! Standalone Keyboard with or without Mouse 
for NEMA 4/4X Operation.

! X or Z Purge available for Classes I & II, 
Divs. 1 & 2 applications.

®
N-Series HMI
! Non-incendive Single Board Computer with 

Display
! Certified for Classes I & II,  Div. 2 Operation
! NEMA 4/4X Enclosure only (purged version 

available)

(For add’l. special enclosure types, see reverse)

Available Enclosure Types and Styles

Conduit Gland
3 Styles Available

“D
”

“H”

“”W””

VESA MOUNTNEMA 4/4X

VESA MOUNTNEMA 12
“H”

“D
”

Recessed Area
For Connections

“”W””

PANEL MOUNTNEMA 4/4X

“”W””

“H”

“D
”

Slots for
Mounting Clips



 CONFIGURATION

“Shopping List”
(Conditional)

1 Display
1 Touchscreen

NFI 
Resistive
Capacitive

1 CPU Cards
1 S/B
1 Memory (Maximum available)
1 Storage (Latest Available Size)

Hard Drive
Flash

1 CPU Full Featured (Best of Current 
Mfg.)

1 Power Supply
84-264 VAC Input
12 or 24 VDC Input

1 Enclosure/Bezel Material
Stainless Steel - 304 or 316
Aluminum - Powder Coated or 

Anodized
Steel - Passivated or Powder 

Coated
1 Mounting Styles

Panel
VESA
Arm
Wall
Rack
Pedestal

1 Operating Systems (All Currently 
Available)

You should consider all series on 
this Product Line Summary as 
“Quasi-Standards”.  Our use of the 
term “Specialty” alludes to the fact 
that about 75% of our sales are 

 - a customer likes a 
“standard” model, but wants a 
modification to fit a specific  
requirement.

Should such a “Quasi-standard” 
still not fill your need, HMW offers a 
service to design and build a unit to 
precisely fit your specifications.  If 
you have environmental 
considerations, shock and vibration 
problems, special power 
requirements, unusual computer, 
keyboard, display, enclosure or size 
requirements - our slogan is, 

“Yes, but’s”

“if you 
can define it, we can design it!”

HMW provides you with 
SOLUTIONS, not just product.

HMW Enterprises, Inc.
207 N. Franklin Street

Waynesboro, P A 17268
www.hmwent.com  •  sales@hmwent.com

(717) 765-4690  •  Fax (717) 765-4660

Pill Drying System  - Pills or tablets as they are 
called in pharmaceutical jargon are produced by 
compression stamping the basic compound in 
paste form. Moisture content 
in the paste is in most cases 
alcohol or some other ester, 
and in almost all cases 
flammable. This obviously 
requires that control systems 
for the process, particularly 
the drying cycle will not only 
have to be in stainless 
enclosures, but also be 
certified for hazardous area 
operation. HMW designs and 
produces systems for 
pharmaceutical, food and 
beverage, and other 
applications where the 
environment needs to be 
“protected against the 
equipment.”

Device Control  - A mini system 
based on Windows CE to 
operate a fiber optic terminating 
and splicing machine. 6" Flat 
Panel with Touch Screen.

CUSTOM DESIGNS

Z-purged unit - with 
expandable mother-
board for Classes I & II, 
Div. 2 operation, 
modifiable for Classes I 
& II, Div.  1 operation.
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